
 
 

 
 

 
 

EPDM 60     
    
reference EPDM 60   EPDM 

    

cellular structure 

CLOSED CELL EXPANDED 

RUBBER     

colour BLACK     

features STANDARD EPDM     

    

Density ISO 845 60 +/-6 Kg/m³  

Tensile strenght (KPa) ISO 1798 > 400  

Tensile Elongation ISO 1798 > 350  

compressive streight (kPa) 

  deflction 10% > 18 

ISO 3386/1 deflction 25% > 30 

  deflction 50% > 85 

    

compression set  

ISO 1856 

0,5 h after discharge ≤ 7 

23°C, 22h charge, deflections 25% 24 h after discharge ≤ 2 

    
Thermal Conductivity (W/mk) 

ISO 2581 

at 10 °C 0,042 

at 40 °C 0,044 

    

Working Temperature range (°C) ISO 2796  -40 + 75  

    

Dimensional Stability (%) ISO 2796 < 5%  

    

Water Absorbtion 28 days (vol %) DIN 53428 ≤ 1  

    

Specific Volume resistence (Ω cm) DIN 60093    

    

Horizontal Burn rate (mm/min) 

FMVSS-302 < 100 

 

(test plece thikness 10 mm)  

    

    

    
Note  * 1 kPa = 0,01 Kg/cm2    
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