
 
 

 
 

 
 

PVC (polyvinyl chloride)    

    

    

Properties 
Unit test PVC 

  method   
    
Mechanical properties       

Specific weight g/cm3 ISO 1183 1,42 

Yield stress Mpa DIN EN ISO 527 58 

Elongation at break % DIN EN ISO 527 15 

Elongation at yield % DIN EN ISO 527 3 

Elasticity module Mpa DIN EN ISO 537 3000 

Shore D hardness  - ISO 868 82 

Impact resistance kJ/m² DIN EN ISO 179 NR 

Resilience kJ/m² DIN EN ISO 179 4 

Dynamic coefficient of friction --- ISO/DTR 7147  - 
    

Thermal characteristics       

Melting temperature  °C  - 89/90 

Operating temperature °C  -  0/+60 

Coefficient of linear expansion K -1 DIN 53752 0,8X10-4 

Thermal conductivity W/m•K DIN 52612 0,159 

Combustion behavior  - UL 94 V0 
    

Dielectric characteristics       

Dielectric strength Kv/mm IEC 243-1 39 

Surface resistance Ohm DIN IEC 167 10 13 

    
The data indicated are obtained from measurements carried out in the laboratory at a temperature of 23 ° C 

 

and a relative humidity of 50%, are indicative and do not imply commitment or responsibility on our part 
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